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236.376 to 236.387, inclusive; 236.576;
236.577; and 236.586 to 236.589, inclusive,
shall be recorded on preprinted or com-
puterized forms provided by the rail-
road. Such forms shall show the name
of the railroad, place and date, equip-
ment tested, results of tests, repairs,
replacements, adjustments made, and
condition in which the apparatus was
left. Each record shall be signed by the
employee making the test and shall be
filed in the office of a supervisory offi-
cial having jurisdiction. Results of
tests made in compliance with § 236.587
shall be retained for 92 days. Results of
all other tests listed in this section
shall be retained until the next record
is filed but in no case less than one
year.

[53 FR 37313, Sept. 26, 1988]

Subpart B—Automatic Block
Signal Systems

STANDARDS

§ 236.201 Track-circuit control of sig-
nals.

The control circuits for home signal
aspects with indications more favor-
able than ‘‘proceed at restricted speed’’
shall be controlled automatically by
track circuits extending through the
entire block.

§ 236.202 Signal governing movements
over hand-operated switch.

Signal governing movements over
hand-operated switch in the facing di-
rection shall display its most restric-
tive aspect when the points are open
one-fourth inch or more and, in the
trailing direction, three-eighths inch
or more, except that where a separate
aspect is displayed for facing move-
ments over the switch in the normal
and in the reverse position, the signal
shall display its most restrictive aspect
when the switch points are open one-
fourth inch or more from either the
normal or reverse position.

§ 236.203 Hand operated crossover be-
tween main tracks; protection.

At hand-operated crossover between
main tracks, protection shall be pro-
vided by one of the following:

(a) An arrangement of one or more
track circuits and switch circuit con-
trollers,

(b) Facing point locks on both
switches of the crossover, with both
locks operated by a single lever, or

(c) Electric locking of the switches of
the crossover. Signals governing move-
ments over either switch shall display
their most restrictive aspect when any
of the following conditions exist:

(1) Where protection is provided by
one or more track circuits and switch
circuit controllers, and either switch is
open or the crossover is occupied by a
train, locomotive or car in such a man-
ner as to foul the main track. It shall
not be a violation of this requirement
where the presence of sand, rust, dirt,
grease or other foreign matter on the
rail prevents effective shunting;

(2) Where facing point locks with a
single lever are provided, and either
switch is unlocked;

(3) Where the switches are elec-
trically locked, before the electric
locking releases.

§ 236.204 Track signaled for move-
ments in both directions, require-
ments.

On track signaled for movements in
both directions, a train shall cause one
or more opposing signals immediately
ahead of it to display the most restric-
tive aspect, the indication of which
shall be not more favorable than ‘‘pro-
ceed at restricted speed.’’ Signals shall
be so arranged and controlled that if
opposing trains can simultaneously
pass signals displaying proceed aspects
and the next signal in advance of each
such signal then displays an aspect re-
quiring a stop, or its most restrictive
aspect, the distance between opposing
signals displaying such aspects shall be
not less than the aggregate of the stop-
ping distances for movements in each
direction. Where such opposing signals
are spaced stopping distance apart for
movements in one direction only, sig-
nals arranged to display restrictive as-
pects shall be provided in approach to
at least one of the signals. Where such
opposing signals are spaced less than
stopping distance apart for movements
in one direction, signals arranged to
display restrictive aspects shall be pro-
vided in approach to both such signals.
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